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DC-Test sets 50-120 kV
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2Small, light, compact,
and used for high test voltages

UDirect voltage measurement

FEATURES

Ulsimple operation

lless weight and compact design consisting of control and HV unit
Ulcontinuously adjustable stabilised output voltage

Uldirect voltage measurement at high voltage output

lthree current measurement ranges

[lzero position force for switching on high voltage

Wlindicator lamp for correct operating and protective earthing
Dlovercurrent and overvoltage trip
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The PGT DC test sets comprise an operating and a high voltage
component. They are used for VDE-compliant DC voltage testing
of cables and cable systems (for testing the cable insulation of
a newly laid cable before commissioning, in compliance with
VDE 0276-620/621).

Thanks to their compact dimensions and less weight, these sets
are portable and can be used directly on site. The readable val-
ues of output voltage and leakage current make it possible to
evaluate the state of the test object as regards voltage stability
and insulation capacity.

Testing systems of the PGT series are available in the following
versions:

UIDC-Test set 50 kV PGT 50-D6

UIDC-Test set 80 kV PGT 80-D5

UIDC-Test set 110 kV PGT 110-D4

UIDC-Test set 120 kV PGT120-D3

SCOPE OF SUPPLY

Ulcontrol unit PGT

Olhigh voltage unit PGT

[Hv attachment

lconnection cable high voltage unit to control unit
(permanently connected to control unit)

IHV-connection cable

[lset of connecting cables

Ulbag for control unit

[ldischarge rod

lconnection cable discharge rod to station ground

Ulbag for discharge rod

Uluser manual

Uservice kit
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