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FEATURES
m rugged insensitive housing 
m large, colour, well-legible 10.4" VGA display 
m intuitive menu-driven operation using two operating elements 
m high refreshing rate of data logging and display 
m	software-independent setting of amplification without 
	 interruption of the data logging 
m built-in archive functions for managing curves, settings and
	  velocities of propagation 

The InterFlex 130 can be used for fault location in power and 
control cables as well as overhead lines. The integrated Arc Re-
flection Technique (ART) can be used in combination with a surge 
generator or a burn down device for the location of high impe-
dance cable faults. Thanks to a screen with a clearly structural 
design, the InterFlex 130 displays the digitally recorded meas-
ured values in a clearly legible format, and automates a signifi-
cant part of the measurement work. The settings and measure-
ment results are permanently displayed.

SCOPE OF SUPPLY

m	InterFlex 130 with bag  for accessories
m	set of connecting cables
m	CD with data transfer software InterFlex Comm 
m	data transfer cable
m	user manuel

Optional accessories
m	InterFlex cable drum H25

InterFlex 130
SPECIFICATIONS: InterFlex 130

Operating modes
m	TDR-direct measurement, ART-surging,
	 ART-burning 

Specific characteristics
m	measuring ranges
	 (V/2 =100 m/µs)	 0 m up to 63 km 
m	pulse width	 50 - 100 - 200 - 500 ns, 
		  1 - 2 - 5 - 10 µs
m	pulse amplitude	 60 V
m	clock speed	 100 MHz
m	sampling rate	 50 MHz
m	velocity of propagation	 V/2 = 40  m/µs up to 150 m/µs
m	display	 VGA colour TFT LC display, 10.4 "
m	display mode	 single trace
m	distance measurement	 cursor, manual or  automatic
m	memory capabilities	 200 storage spaces for 
		  parameters curves and v/2
m	interface	 RS232

Power supply
m	mains voltage	 85 – 264 V, 50/60 Hz
m	power consumption	 80 VA

Environmental
m	operating temperature	 -20 °C … +50 °C
m	storage temperature	 -40 °C … +60 °C

Mechanical data
m	dimensions (L x W x H)	 178 x 445 x 305 mm
m	weight	 approx. 6 kg

ISO 9001:2000

m	Simple handling with greatest comfort
m Intuitive menu assistance
m Quick and accurate measurements
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Budimir Raketic
Text Box
Melco Buda d.o.o.
- kancelarija u Beogradu: Hadži Nikole Živkovića br.2 
Poslovna zgrada Iskra komerc, kancelarija 15/ II sprat
tel: 011/ 2181 609, tel/faks: 011/ 3286 445, skype: Milorad Saric 
e mail: office-beograd@melcobuda.co.rs  , budimir.melcobuda@gmail.com 
 www.melcobuda.co.rs  ,  www.kyoritsu-instrumenti.com  , www.termovizija.com 

- kancelarija u Despotovcu: Saveza Boraca br.7, 35213 Despotovac, Srbija
tel:035/612 916, faks:035/613 319, mob. 063/8003370 
e mail: office@kyoritsu-instrumenti.com ,  office@melcobuda.co.rs  
 - Germany address: Quer strasse 18 Offenbach




