
40
07

.0
23

 · 
08

/2
00

8
S

u
bj

ec
t 

to
 a

lt
er

at
io

ns
FEATURES
m compact and portable VLF testing device 
m simple operation 
m menu-driven operation in German/English, optional: multi-lingual 
m fully automatic test sequence 
m integrated timer with automatic switch off 
m integrated breakdown detection 
m integrated fault time recording 
m direct high voltage measurement 
m protective earthing circuit 
m VDE 0104 compliant protective circuit 
m optional: leakage current measurement during the VLF test

The 20 kV PGT 20-V3.6 type and 36 kV PGT 36-V2 type versions 
of the portable VLF test set  enable testing of medium voltage 
cables with extruded insulation (VPE, PE, EPR insulation) and 
with a nominal voltage of up to 6.3/11 kV and 12/20 kV respec-
tively. The low-load VLF method uses a low-frequency alternating 
voltage of 0.1 Hz and a maximum of 20 or 36 kV for testing.

SCOPE OF SUPPLY

m control unit PGT 36-V2 (PGT 20-V3.6)
m bag for control unit
m high voltage unit PGT 36-V2 (PGT 20-V3.6)
m set of connecting cables
m user manual
m service kit

VLF-Test sets 20 – 36 kV
SPECIFICATIONS: PGT 20 – PGT 36

Operation modes
m	VLF output voltage	 PGT 20-V3.6	 5 … 20 kVeff,
	 appr. sinusoidal, 0.1 Hz	 PGT 36-V2     	 5 … 36 kVeff
m VLF maximum load	 PGT 20-V3.6	 18 kV  =  3.8 µF 
 			   20 kV  =  3.6 µF
		  PGT 36-V2	 18 kV  =  3.8 µF 
 			   36 kV  =  2.0 µF
m DC output voltage	 PGT 20-V3.6 	 0 … ± 30 kV
		  PGT 36-V2	 0 … ± 50 kV
m DC max. output current
	 over current tripping 		  10 mA 

Specific characteristics
m measuring ranges voltage	 PGT 20-V3.6	 -30 … 0 … +30 kV
		  PGT 36-V2	 -50 … 0 … +50 kV
m measuring ranges current	 100 µA / 1 mA / 10 mA
m max. discharge capacity	 6250 J (5 µF / 50 kV – 14 µF / 30 kV) 
	                                		
Power supply
m mains voltage	 230 V, 50 Hz
m current input	 PGT 20-V3.6 	 max. 5 A
		  PGT 36-V2	 max. 8 A
m power input	 PGT 20-V3.6 	 max. 1500 VA
		  PGT 36-V2	 max. 3000 VA

Mechanical data
m dimensions control unit	 340 x 420 x 196 mm (L x W x H)
m dimensions	 PGT 20-V3.6	 245 x 406 x 413 mm
	 high voltage unit	 PGT 36-V2	 245 x 406 x 443 mm
m weight control unit	 17.7 kg
m weight high voltage unit 	 PGT 20-V3.6	 38.0 kg
		  PGT 36-V2	 48.5 kg

ISO 9001:2000

m	Compact design
m Cable-protecting 0.1 Hz test
m Automatic test sequences

C A B L E  T E S T I N G  T E C H NO L O G Y
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Budimir Raketic
Text Box
Melco Buda d.o.o.
- kancelarija u Beogradu: Hadži Nikole Živkovića br.2 
Poslovna zgrada Iskra komerc, kancelarija 15/ II sprat
tel: 011/ 2181 609, tel/faks: 011/ 3286 445, skype: Milorad Saric 
e mail: office-beograd@melcobuda.co.rs  , budimir.melcobuda@gmail.com 
 www.melcobuda.co.rs  ,  www.kyoritsu-instrumenti.com  , www.termovizija.com 

- kancelarija u Despotovcu: Saveza Boraca br.7, 35213 Despotovac, Srbija
tel:035/612 916, faks:035/613 319, mob. 063/8003370 
e mail: office@kyoritsu-instrumenti.com ,  office@melcobuda.co.rs  
 - Germany address: Quer strasse 18 Offenbach




