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FEATURES
m simple operation 
m timer (adjustable test time) 
m internal discharging device 
m power supply: internal rechargeable battery, 
	 external battery 11…15 V DC, mains 
m less weight and compact design of the individual device 
m continuously adjustable stabilised output voltage 
m direct voltage measurement at high voltage output 
m three current measurement ranges (0.2 / auto / 2 mA) 
m zero position force for switching on high voltage 
m higher safety due to protective earthing circuit and 
	 integrated discharging device

The PGT 25-D1.5 is a cable testing device for VDE-compliant DC 
voltage testing of cables and cable systems (for testing the ca-
ble insulation of a newly laid cable before commissioning, in 
compliance with VDE 0276-620/621). Thanks to its compact di-

mensions and less weight, this device is portable and can be 
used directly on site. The readable values of output voltage and 
leakage current make it possible to evaluate the state of the 
test object as regards voltage stability and insulation capacity.

DC-Test unit 25 kV

SCOPE OF SUPPLY

m DC-Test Unit PGT 25-D1.5
m set of connecting cables
m bag for unit
m user manual
m service kit

SPECIFICATIONS: PGT 25-D1.5

Operating modes 		
m	output voltage	 0 … 25 kV (negative polarity)
m	output current	 1.5 mA
m	short circuit current	 1.6 mA  

Specific characteristics
m	discharge energy	 3000 J
m	operating time with 
	 rechargeable battery,
	 under full load	 approx. 45 min
m	output	 no load running and 
		  short circuit proof 

Power supply
m	mains voltage	 230 V ± 10 %, 50 Hz
 		 optional 115 V ± 10 %, 60 Hz
m	power consumption	 max. 120 W 

Environmental
m	operating temperature	 -25 °C … +55 °C

Mechanical data
m	dimensions (L x W x H)	 467 x 167 x 284 mm
m	weight	 approx. 13.5 kg

ISO 9001:2000

m	Mains-independent due to battery operation
m High degree of safety
m Simple operation with greatest comfort
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InterEng GmbH Kabelmesstechnik
Radeburger Straße 9
D-01561 Zschorna /Germany

Budimir Raketic
Text Box
Melco Buda d.o.o.
- kancelarija u Beogradu: Hadži Nikole Živkovića br.2 
Poslovna zgrada Iskra komerc, kancelarija 15/ II sprat
tel: 011/ 2181 609, tel/faks: 011/ 3286 445, skype: Milorad Saric 
e mail: office-beograd@melcobuda.co.rs  , budimir.melcobuda@gmail.com 
 www.melcobuda.co.rs  ,  www.kyoritsu-instrumenti.com  , www.termovizija.com 

- kancelarija u Despotovcu: Saveza Boraca br.7, 35213 Despotovac, Srbija
tel:035/612 916, faks:035/613 319, mob. 063/8003370 
e mail: office@kyoritsu-instrumenti.com ,  office@melcobuda.co.rs  
 - Germany address: Quer strasse 18 Offenbach




